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Indirect & Electric Hot &  
Cold Water Storage

ELSON 600

	 CE maRked sUpeRloY 11� immeRsioN  
heateRs aNd theRmostats - FACTORY 
FITTED 

		 Lockshield dRaiN cock to BS2879-2 
 
PURpose-made staNd with slatted 
timbeR shelviNg 
 
28mm Hot AND/OR COLD wateR dRaw off 
coNNectioNS 

		 AdditioNal HOT AND COLD WATER dRaw 
ofF coNNectioNS 
 
HOT WATER RETURN CONNECTION 

OPTIONS & EXTRAS

The above application guide is for general guidance only. 
Heat loss �gures exceed the requirements of BS 3198:1981

APPLICATION GUIDE  

Capacity
Litres

Width
mm

Depth
mm

Height
mm

Full Weight
kilos

Max Daily
Heat Loss

Pumped
Primary

Gravity
Primary

115H/115C 560 510 1220   293 1.10 K.W.H.   1-3 persons 1-2 persons

135H/115C 620 510 1220   313 1.30 K.W.H.   3-5 persons 3-4 persons

CAPACITIES (HOT) 

 

CAPACITIES (COLD) 

 

HEAT SOURCE 

 

HOT & COLD WATER DRAW OFF CONNECTION 

 

KITEMARK 
 

BALL VALVE CLEARANCE 

 

BALL VALVES

115 and 135 Litres

Gas, Oil or Soild fuel boiler

22mm BS compression

BS 3198:1981

350mm clearance is required between the top  
of the unit & ceiling for acces to the ball valve

BS 1212 (part 2) Ball valve and float

115 Litres

BS 1212 (Part 2) Ball Valve and Plastic Float
High performance HCFC-free insulation
High output heat exchanger
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